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    H = MAXIMUM HEIGHT OF REQUIRED SIGN INCLUDING AUXILIARY SIGNS AND SERVICE SYMBOLS.
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  FOOT VALUE.

3/8 W1/8 W 3/8 W 1/8 W

ALUMINUM

PLANK SIGN

W (MAX. 30’)

SEE FOOTING DETAIL
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  "H" FOR SELECTION OF APPROPRIATE BEAM SELECTION.

- FOR SIGN SIZES BETWEEN THOSE VALUES IN THE TABLE, USE NEXT HIGHEST

               (SEE GENERAL NOTE NO. 4)

    L = MAXIMUM DISTANCE BETWEEN TOP OF FOOTING AND BOTTOM OF REQUIRED SIGN.

  "H" FOR SELECTION OF APPROPRIATE BEAM SELECTION.

- ENTER TABLE WITH MAXIMUM VALUE OF "L" AND REQUIRED VALUES OF "W" AND 

- FOR SIGN SIZES BETWEEN THOSE VALUES IN THE TABLE, USE NEXT HIGHEST

               (SEE GENERAL NOTE NO. 4)

    L = MAXIMUM DISTANCE BETWEEN TOP OF FOOTING AND BOTTOM OF REQUIRED SIGN.

    W = MAXIMUM WIDTH OF REQUIRED SIGN

- DETERMINE VALUES FOR W, H, & L AS INDICATED IN DRAWING

    W = MAXIMUM WIDTH OF REQUIRED SIGN

DEPTHSIZE DIAMETER

FOOTINGPOST
SIGNS SHALL BE PROVIDED FOR LOCATIONS SPECIFIED ON THE PLANS OR AS DIRECTED BY 

THE ENGINEER. SEE SIGN TEXT LAYOUT SHEETS AND PLANS FOR SIGN SIZES AND 

APPROXIMATE LOCATIONS.

DIMENSIONS, ELEVATIONS, SLOPES, AND SITUATIONS SHOWN ARE FOR ILLUSTRATIVE 

PURPOSES ONLY.  ACTUAL CASES WILL DEPEND ON FIELD CONDITIONS.

WHEN TWO OR MORE INDEPENDENT SIGNS ARE MOUNTED AS A SINGLE INSTALLATION, THE 

POST SUPPORTS SHALL BE CALCULATED WITH THE TOTAL AREA OF THE SIGNS BEING 

CONSIDERED AS ONE UNIT, INCLUDING AN ALLOWANCE FOR A 6" VERTICAL SPACE 

BETWEEN THE  SIGNS.

POST LENGTH TO BE DETERMINED BY SIGN SIZE AND LOCATION. EXACT FIELD 

LOCATION TO BE DETERMINED BY THE ENGINEER.

THE MINIMUM HORIZONTAL CLEARANCE TO THE NEAR EDGE OF THE SIGN

OF ANY MULTIPLE POST NON-BREAKAWAY MOUNT SIGN SHALL BE 7’-0" MIN. 

FROM FACE OF BEAM GUARDRAIL.  OTHER TYPES OF GUARDRAIL OR BARRIER 

MAY REQUIRE A DIFFERENT OFFSET.

SEE STANDARD NO. PS-1 & PS-2 FOR ADDITIONAL INFORMATION.

SIGNING STANDARD
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07-13-2001

02-26-2010
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CONCRETE

CLASS B

D
E

P
T

H
 V

A
R

IE
S

(
S

E
E

 C
H

A
R

T
)

DIAMETER VARIES

(SEE CHART)

MATCH ADJACENT CUT OR FILL

SLOPE & SLOPE FOOTING

TO DRAIN AT POST


